
 

CLEARVIEW KIT INSTALLATION GUIDE 

 

Kit contents 

1. Recorder with power supply 

2. Camera Cables 

3. Cameras 

4. Mouse 

** Display monitor and HDMI cable not included 

 

Remove recorder from the Kit and look over the connections on the back.  

 

 

Locate the recorder power supply and plug it in to the rear of the recorder.  



 

Plug the power wire in to the power supply then plug the power wire in to the wall outlet.  

 

Plug your display monitor (not included) in to the wall outlet  

 

Plug your HDMI cable (not included) in to the recorder and your display monitor. 



 

Connect the network cable to the recorder. Connect the other end of the network cable to your Router.  

 

 

Double check to make sure your monitor is set to the correct input  

 

Remove the mouse from the kit. The two buttons on the mouse do the following. Left click chooses the option you are 

on whereas the right mouse button goes backwards 1 screen. So if you are ever on the wrong screen, right click the 

mouse to go back.  



 

Plug the mouse in to any USB port on the back of the recorder.  

 

The system will immediately prompt you to change your password from the default setting. To do this just click the 

mouse on the area you want to type the password in and a digital keyboard will pop up on screen. 

 

 By default, your admin username and password will both ōŜ άŀŘƳƛƴέΦ ²ƘŜƴ ȅƻǳ ŜƴǘŜǊ ǘƘŜ ƴŜǿ ǇŀǎǎǿƻǊŘ ƳŀƪŜ ǎǳǊŜ 

you write it down somewhere. Also be aware the password is case sensitive. If the new Password is άADMinέ ƳŀƪŜ ǎǳǊŜ 

you note where you used capital letters.  



 

 

hƴŎŜ ȅƻǳ ƘŀǾŜ ŜƴǘŜǊŜŘ ǘƘŜ ƴŜǿ ǇŀǎǎǿƻǊŘΣ ŎƭƛŎƪ άhYέ ŀǘ ǘƘŜ ōƻǘǘƻƳ ƻŦ ǘƘŜ ǎŎǊŜŜƴΦ 

 

 

bŜȄǘ ȅƻǳ ǿƛƭƭ ōŜ ǇǊƻƳǇǘŜŘ ǘƻ ǎǘŀǊǘ ǘƘŜ ǎǘŀǊǘǳǇ ǿƛȊŀǊŘΦ /ƭƛŎƪ άƴŜȄǘ ǎǘŜǇέ 



 

The general Tab in most cases will be left at the default settings. Click next step without making any changes to this 

screen. 

 

 

 



On the date and time screen, set your date and time along with your time zone. Click Apply then next step.  

 

The next screen will be your network set up. In most cases you will just need to check the DHCP box you see on the right 

side of the above image. Then click next step. aƻǎǘ ƴŜǘǿƻǊƪǎ ǿƛƭƭ ŀǎǎƛƎƴ ŀƴ ŀŘŘǊŜǎǎ ǘƻ ŀƴȅǘƘƛƴƎ ǘƘŀǘΩǎ ŎƻƴƴŜŎǘŜŘ ǘƻ ƛǘΦ .ȅ 

checking DCHP this allows your network to assign the network credentials rather than you doing it.  

Should this not work or if you know ahead of time that a network admin controls the network ask them for the following 

information and put it in the appropriate place above.  

IP address 

Subnet mask 

Default gateway 

Then click next step.  

 

Now run your wire that is included in the kits, install your cameras and plug them in to the back of the recorder.  

 



 

hƴŎŜ ȅƻǳǊ ŎŀƳŜǊŀǎ ŀǊŜ ŎƻƴƴŜŎǘŜŘΣ ȅƻǳǊ ƴŜȄǘ ǎǘŜǇ ƛǎ ǘƻ ƘŀǾŜ ǘƘŜ ǊŜŎƻǊŘŜǊ ǎŜŀǊŎƘ ŀƴŘ ŎƻƴƴŜŎǘ ǘƻ ǘƘŜƳΦ /ƭƛŎƪ άŘŜǾƛŎŜ 

ǎŜŀǊŎƘέ ŀǘ ǘƘŜ ǘƻǇ ƭŜŦǘΦ  

 

If you connected 4 cameras, you will see 4 devices listed, if you connected 8 then you will see 8. Now click on a device 

ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ǘƘŜ άŀŘŘέ ōǳǘǘƻƴ ŀǘ ǘƘŜ ǘƻǇ ƭŜŦǘΦ 5ƻ ǘƘƛǎ ǳƴǘƛƭ ŀƭƭ ŘŜǾƛŎŜǎ ŀǊŜ ŀŘŘŜŘΦ You will start to see the cameras come 

ǳǇ ƻƴ ǘƘŜ ǎŎǊŜŜƴ ōŜƘƛƴŘ ǘƘŜ ƳŜƴǳΦ /ƭƛŎƪ άƴŜȄǘ ǎǘŜǇέ ǿƘŜƴ ŦƛƴƛǎƘŜŘΦ 

 


